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Back wall fixation

>�Concealed cistern 
INTRASLIM B

D E S C R I P T I O N  

 �For wall hung or back to wall WC
 �Recessed dry wall installation
 �Low level installation
 �Fixed on supporting wall
 �Choice of mechanical dual flush front flush plates
 �Cistern made from HDPE
 �6 litres insulated cistern. Conforms to EN 14055 class 2 flushing 

standards
 �Outer anti-condensation PSE insulation
 �Dual flush outlet valve, 6/4l. factory preset, adjustable at 4,5/3l. 

on site
 �Quiet fill inlet valve. WRAS and NF approved
 �Water inlet connection on the inside of the cistern with 1/2'' brass 

isolating valve
 �Supply pipe with reversible fixing bracket
 �Supply sleeve with pan seal

INTRASLIM B
Ref.: 31 9032 10
Concealed cistern for wall hung or back to wall WC. WRAS and NF approved components, 
10-year guarantee. Dual flush front flush plate. 6 litres insulated cistern equipped with a dual 
flush outlet valve and a quiet fill inlet valve. Water inlet connection on the inside of the cistern 
with 1/2" brass tail. Supply pipe with reversible fixing bracket. Dimensions height 457 mm, 
width 510 mm and depth 90 mm. 
Delivered with fixing and connection accessories.
Supplied without flush plate and drain accessories.

T E X T  F O R  T E N D E R S :  

Ref. Barcode Packing
Packing Pallet

quantityNb M3 Kg

INTRASLIM B 31 9032 10 3 24723 005275 2 Carton 1 0,043 2,84 42

Flush plates 	�����������������������������������������������������������������������������������������p. 36
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